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Tyoe |capacty| L | L [ B [H [ 1 |2 [3 16 [ 910 |1 |15 |weion|watr|ws
AKP  |Norm RL t L |m3/h
100-150{100-150 | 2710 {2320 | 950 |2520 | 1380 | 700 [590| 1600 {2320 | 1400 G2"| 1120 | 220 | 3.2 | 260 | 30
180 180 2990 | 2560 | 1150 | 2550 | 1600 | 720 |590 (1800 (2320 1400] 65 | 1150 | 220 | &1 | 750 | 48
240 2040 {3190 (2760 | 1150 | 2550 | 1600 | 920 |590 | 1800 (2320 1400] 65 | 1150 [ 320 | 4,2 | 750 | 48
300 300 3450 {2960 {1250 | 2600|1800 | 920 {590 1800 |2340 1400[ 80 [1200 (320 |52 [1000 | 72
360 360 3450 (2960 | 1250 | 2600 | 1800 | 920 |670| 1800 [2340| 1400{ 80 |1200|320 |52 [1000 | 72
450 450 {3950 (3460 | 1440|2880 2300 920 |670 (2300 (2670| 1600/ 100 | 1280 | 320 | 8,5 |1400 | 110
550 550 3950 3460 | 1440|2880 |2300| 920 {670|2300(2670| 1600 100 | 1280 [ 320 | 8,5 |1400 | 110
700 700 [4620 | 4120 {1600 | 3500|2700 1180 | 7702700 (3240 1950 100 | 1550 | 420 |14,0 |2300 | 182
900 900 (4620 | 4120 {1600 {3500 | 2700 1180 |870|2700 3240 1950 100 | 1550 | 420 |14,0 |2300 | 182
1200 1200|4990 4490 | 1800 | 4050 | 3000|1230 {870 {3000 (3740|2300 125 | 1750 |420 |19,2 | 3100 |283
1600 1600|5590 {5090 | 1800 | 4100 | 3400|1430 |870|3400{3790 | 2300/ 150 | 1800 | 520 |22,5 |3300 363
2000 2000 [6250 {5750 [ 2000 | 4600|3800 | 1660 3800 2650 200 | 1950 28,0 |L700|485
subject to alterations Drive before Drive before
150-5000 kW 240-1600 kW
girder dynamic dynamic
flat girder flat girder
flames countercurrent countercurrent
cgpacity 150 - 5000 kKW 240 - 1600 kW
@ , fuel humidity W 60 % W 45 %
All biomass boiler up to 300 kW certificated!
. regulation 40-100 % 40 - 100 %
Effeciency on full- and part load above 90%
options auto. Ash removal auto. Ash removal
auto. ignition auto. ignition
exhaust circle exhaust circle
use woodchips woodchips
bark MDF
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Forward feed firing - Air cooled

HPKI-W 240

Forward feed firing - Water cooled
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The right solution for
every kind of fuel

automatic exhaust cleaner

automatic cleaning of heat exchanger
woodchips
pellets
wood shavings
sawdust
bark
old wood

Insulating layer

pipes for combustion air et Foks

| Girderwatercooled

. girderaircooled
 girderaircooled

girder

Wet fuel

air cooling

. -

automatic ash removal

.\ ash worm

Standard Specification

Fully automatic combustion of materials up to w 60%

ignition with water bonnet

Integrated flying ash vacuum

Fully automatic ash removal

Fully aufomatic cleaning of heat exchanger
Fully automatic ingnition

8 -12 mm side thickness (boiler)

Lambda probe enures controlled combustion
Cellular wheel prevents backfiring

FireView 2000 (remote servicing)
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Girder ignition
HPKI-R - Forward feed firing - Air cooled

capacity 150 kW - 5000 kW , :
boiler and exhaust cleaning

.

Full automatic cleaner
of heat exchanger

exhaust ventilator

combustion chamber

combustion chamber air cooled fuel pipe

Girder ignition

HPKI-W - Forward feed firing - Water cooled
capacity from 240 kW to 1.600 kW

boiler and exhaust cleaner

7

Dry fuel

water cooling

.\ combustion chamber

water cooled

step grate with water cooling
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